ROBOTA

UNIVERSALPUMP 40/15T MAN
3x400 VOLT

UNIVERSALPUMP IDROGO 40/15T 1582070004

Artnr Kabel Volt Amp Watt H max Q max temp Vikt Anslut

496440 20 meter  3x400 V 30A 1100 W 84 meter 80 I/min 40°C Ca183 Kg R32inv
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ROBOTA

PUMPTYP PUMPHJUL DIFFUSORER PUMPHJULSHUS
UE 40/15 7 6 7
Motorsida
229.5
Ref. | Namn Material
A _,ﬂ, A Gummisate NBR
g\ B Fast tatning Keramik
C, < '\‘-:::' _ C Roterande tatning Kol
D |} D Roterande gummi NBR
- | g E Fjsder AlSI 304
= N" F Téackbricka tatning AIS| 304
G i G Gummiséte NBR
o h H Fast titning Sic
— I Roterande tatning Kol
l—’/J{ | ™ L Roterande gummi NBR
L v M Fiader AISI 304
M LI: LI N Tackbricka tatning AISI 304
N
| @15 |
_ #29.5
Pumpsida
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https://www.ebaraeurope.com/wp-content/plugins/woocommerce-onpage/storage/cache/fadbbbea86f6ce2e3a04ac60dda37ac85a4429bb.pdf/Data%20Book%20IDROGO%2050Hz%202%20poli.pdf
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