ROBOTA

WELLMATE HYDROPRESSER

Tested and Certified by the
Water Quality Association
(WQA) to NSF/ANSI-61,
Section 8 and NSF/ANSI 372.

Max tryck Min-Maxtemp Storlekar Anslutning Diameter Hojd Vikt

8,6 bar 4-38°C 60-450 liter R25-R32 410-770mm 610-1886 mm 7-89 kg
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Pafylliningsventilen. (bilve ntil)

Yttre skal i glasfiberband
som ar ihopsatta med
hogkvalitativt epoxiharts

Formgjuten "innertank” i
hoégdensitetspolyeten.

Luftblasa i polyeteruretan
som &r utbytbar (air cell)

Kraftig formgjuten fot i
slagtalig plast.

Anslutning i PVC utvandig
ganga R25/R32/R50

*Aniklar i rott har utgatt ur leverantorens sortiment.

Art nr Benamning Max. temp  Max Tryck Storlek Anslutning Diameter Héjd Vikt
901115 WM 0060 38°C 8,6 Bar 60 | R25 UTV. 410 mm 660 mm 6,6 Kg
901120 WM 0075 38°C 8,6 Bar 751 R25 UTV. 410 mm 810 mm 8,1 Kg
901125 WM 0120 38°C 8,6 Bar 120 | R25 UTV. 410 mm 1120 mm 11,2 Kg
901130 WM 0150 38°C 8,6 Bar 150 | R25 UTV. 410 mm 1463 mm 15,3 Kg
901135 WM 0180 38°C 8,6 Bar 180 | R32 UTV. 530 mm 1067 mm 19,5 Kg
901140 WM 0235 38°C 8,6 Bar 235 | R32 UTV. 610 mm 1075 mm 22,7 Kg
901145 WM 0330 38°C 8,6 Bar 330 | R32 UTV. 610 mm 1422 mm 29,8 Kg
901150 WM 0450 38°C 8,6 Bar 450 | R32 UTV. 610 mm 1886 mm 43,1 Kg
*901152 WM 0600 38°C 8,6 Bar 600 | R50 UTV. 770 mm 1700 mm 76,0 Kg
*901155 WM 0750 38°C 8,6 Bar 750 | R50 UTV. 770 mm 2040 mm 89,0 Kg
901121  WM-LP-075 38°C 8,6 Bar 751 R25 UTV. 610 mm 510 mm 10,3 Kg
901126 WM-LP-130 38°C 8,6 Bar 130 | R25 UTV. 610 mm 710 mm 13,4 Kg
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B

WellMate tankar

passar utmarkt att anvandas till tex.
«  Tryckstegrings system.

»  Traditionell trycktank.

* Bevattningssystem.

e Bufferttank

*Aniklar i rott har utgatt ur leverantorens sortiment.

Art nr Bendmning A @B C D OE Liter Vikt
901115 WM 0060 660 mm 410 mm 44 mm R25 UTV. 390,7 60 | 6,6 Kg
901120 WM 0075 810 mm 410 mm 44 mm R25 UTV. 390,7 75 | 8,1 Kg
901125 WM 0120 1120 mm 410 mm 44 mm R25 UTV. 390,7 120 | 11,2 Kg
901130 WM 0150 1463 mm 410 mm 44 mm R25 UTV. 390,7 150 | 15,3 Kg
901135 WM 0180 1067 mm 530 mm 57 mm R32 UTV. 527,1 180 | 19,5 Kg
901140 WM 0235 1075 mm 610 mm 57 mm R32 UTV. 5271 235 | 22,7 Kg
901145 WM 0330 1422 mm 610 mm 57 mm R32 UTV. 527,1 330 | 29,8 Kg
901150 WM 0450 1886 mm 610 mm 57 mm R32 UTV. 527,1 450 | 43,1 Kg
*901152 WM 0600 770 mm 770 mm ? R50 UTV. ? 600 | 76,0 Kg
*901155 WM 0750 770 mm 770 mm ? RS0 UTV. ? 750 | 89,0 Kg
901121 WM-LP-075 610 mm 510 mm 44 mm R25 UTV. 527,1 75| 10,3 Kg
901126  WM-LP-130 610 mm 710 mm 44 mm R25 UTV. 5271 130 | 13,4 Kg
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Har laser du av starttrycket (P1)

bar 10 15 20 25 3.0 35 40 45 5.0 5.5 60 6.5
1.5 0.200

2.0 0.333 0,67 horizontal = min. system pressure (start) (p1)
25 0429 0286 0.143 vertical = max. system pressure (stop) (p2)

3.0 0500 0.375 0250 0125

3.5 0.556 0444 0333 0222 0.1

4.0 0.600 0500 0400 0300 0200 0.100

45 0636 0545 0455 0364 0273 0182  0.091

5.0 0.667 0583 0500 0417 0333 0250 0167 0083

Har laser du av stopptrycket (P2)

5.5 0615 0538 0462 0385 0308 0231 0154 0077
6.0 0643 0571 0500 0429 0357 0286 024 0143 00T
6.5 0667 0600 0533 0467 0400 0333 0267 0.200 0133  0.067
7.0 0625 0563 0500 0438 037 0313 0250 0188 0,125 0.063
1.5 0647 0588 0529 0471 0412 0353 0294 0235 0176 0118
8.0 0667 0611 055 0500 0444 0389 0333 0278 0222 0167
p1 (bar) 20 20 25 30 35 Example
p2 (bar) 40 35 40 45 50 pump delivery rate= 50 I/min
WMODG0L 24 20 18 16 15 pump running time= 1.5 min (1°307)
min. drawdown = 75 liter (&) x (b)
WMO075L
30 25 23 20 19 min. system pressure= 2.0 bar pi
WmMO120L 48 40 36 33 30 max. system pressure=  3.5bar  p2
WhO150L B0 50 45 41 18 drawdown factor= 0.333 {table)
WMD180L 72 60 24 493 45
min. WellMate volume= 225 liter (c) / (d)
WMDZ235L 04 78 T G4 89
WMO330L 132 110 939 90 83 fitting WellMate volume=WMO235L
WMD450L 180 150 135 123 113
WeliMate wolume 235 liter
WMOBDOL
240 200 180 164 150 drawdown factor= 0.333 (table)
WMOT50L 300 250 225 205 188 drawdown= 783 Niter  (d) x (g)
Whw1000L 400 333 300 273 250
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DECLARATION OF CONFORMITY

APPROVED PRODUCT

[ SWRAS

c € Wellmate Classic J

This certifies that

PENTAIR RESIDENTIAL FILTRATION

PLEASE KEEP THIS DOCUMENT IN A SAFE PLACE
has had the undermentioned product(s) examined, tested and

We ensure and declare on our sole responsibility that this pressure vessel satisfies certified as being of an appropriate quality and standard as required
all requirements of the European Directive for Pressure Equipment 2014/68/EU, in the Water Supply (Water Fittings) Regulations and Scottish Water
following conformity procedure module H1 (Design Examination Byelaws, subject to scheme requirements being met when installed.

Certificate: 01 202 USA/H1-14 6424)
Model Numbers

See drawing of product on back side

Glsii Paold Bt "WMO0060 CE,WM0075 CE,WM0120 CE,WMO0150 CE,WM0180 CE .
et el WMO0235 CE,WM0300 CE,WM0330 CE & WM0450 CE EXPANSION VESSELLS
Pentair International Sarl

Avenue de Sévelin 20

1004 Lausanne - Switzerland

7] I|‘ N Manufacturing location
' Pentair The certificate by itselfis not evidence of a valid WRAS Approval. Confirmation of the current
§ 220 Park DLve \Fan app st be obtained from the WRAS App irectory co.ukf
Chardon, Dhio 44024 USA
) directory,
¥ Phone; (440) 286-4116 /

T 432 (0) 14/259911
mail@pw-europe.com

The product so mentioned will be valid until the end of:

Autherized Representative.

Pentair Water Belgium October 2025
Toekomstlaan 30 Industriepark Wollsetee
82200 Herentals, Belgium Certifcate No.
2010057
lan Hughes,
WRAS Approvals Manager
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